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shall be adequately protected with ce-
ment or other suitable materials
against the coursing or entrance of
water. The operator/lessee shall, when
ordered by the authorized officer, back-
fill with rock or other suitable mate-
rial to protect the roof from breakage
when there is a danger of the entrance
of water.

(b) On leased, license or permit lands
containing brines, due precaution shall
be exercised to prevent the deposit
from becoming diluted or contami-
nated by the mixture of water or value-
less solution.

(c) Where minerals are taken from
the earth in solution, such extraction
shall not be within 500 feet of the
boundary line of lands contained in the
approved mine plan without the writ-
ten permission of the authorized offi-
cer.

(d) Any agreement necessary for allo-
cation of brine production shall be
made a part of the mine plan.

Subpart 3959—Protection Against
Mining Hazards

§ 3595.1 Surface openings.

(a) The operator/lessee shall substan-
tially fill in, fence, protect or close all
surface openings, subsidence holes, sur-
face excavations or workings which are
a hazard to people or animals. Such
protective measures shall be main-
tained in a secure condition during the
term of the lease, license or permit.
Before abandonment of operations, all
openings, including water discharge
points, shall be closed to the satisfac-
tion of the authorized officer.

(b) Reclamation or protection of sur-
face areas no longer needed for oper-
ations will commence without delay.
The authorized officer shall designate
such areas where restoration or protec-
tive measures, or both shall be taken.

(c) Wells utilized for operations in-
volving solution mining or brine ex-
traction shall be abandoned in accord-
ance with the approved mine plan.

§ 3595.2 Abandonment of underground
workings.

No underground workings or part
thereof shall be permanently aban-
doned and rendered inaccessible with-

out the advance, written approval of
the authorized officer.

Subpart 3596—Waste From Mining
or Milling

§ 3596.1 Milling.

The operator/lessee shall conduct
milling operations in accordance with
the established requirements. The op-
erator/lessee shall use due diligence in
the reduction, concentration or separa-
tion of mineral substances by mechani-
cal or chemical processes or other
means so that the percentage of salts,
concentrates, or other mineral sub-
stances recovered and waste generated
shall be in accordance with the ap-
proved practices.

§ 3596.2 Disposal of waste.

The operator/lessee shall dispose of
all wastes resulting from the mining,
reduction, concentration or separation
of mineral substances in accordance
with the terms of the lease, approved
mining plan, applicable Federal, State
and local law and regulations and the
directions of the authorized officer.

Subpart 3597—Production Records

§ 3597.1 Books of account.

(a) Operators/lessees shall maintain
records which show a correct account
of all ore and rock mined, of all ore put
through the processing plant, of all
mineral products produced and of all
ore and mineral products sold. The
records shall show all relevant quality
analyses of ore minded, processed or
sold and the percentage of the mineral
products recovered or lost.

(b) Production records shall be made
available for examination by the au-
thorized officer during regular business
hours. For the purpose of production
verification, the authorized office may
request, and the operator/lessee shall
submit a copy of any portion of the
production records not submitted to
the Minerals Management Service as
part of the operator’s/lessee’s produc-
tion reporting.

VerDate 27-NOV-96 11:17 Dec 19, 1996 Jkt 167167 PO 00000 Frm 00737 Fmt 8010 Sfmt 8010 E:\CFR\167167.192 167167


		Superintendent of Documents
	2010-10-28T19:42:10-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




